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STEP 1: Assembling the Dust Port Housing.

Attach the dust port using (4) Dust Port Screws. Then use 
(3) End Cap Screws to attach each End Cap. Install screws 
loosely at �rst until all are started. Then tighten all.

(4) Dust Port Screws.
(8-32 x 3�8)
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(6) End Cap Screws.
(#8 x 1�2 Type 25)

(2) End Caps. (1) Dust Port. (1) Dust Port Housing.
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(2) Socket screws.
(10-32 x 3�8 )

(2) Oval Nuts.
(10-32)

(1) Hex Key.
(5�32)

STEP 2: Installing the Dust Port Housing.

One side of the base fence has two slots, the other has 
three. The two slot side goes up.

(1a)	Insert one socket screw up through the base fence right 
behind the square cut out. Start an oval nut on to the 
screw. Repeat the process for the second screw and 
oval nut.

(1b)	Slide the assembled Dust Port Housing over the oval 
nuts. 

(1c)	Center the Dust Port Housing over the square cut out 
and �ush against the back edge of the base fence. Now 
tighten both socket screws.
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STEP 3: Install the Infeed Bracket.

Install into these two slots.

Center around hole.

Finger tighten.

(3a)	 Assemble two screws, washer and oval nuts into one 
of the slots. Repeat for the other slot.

(3b)	 Slide the bracket onto the left side of the base fence by 
aligning both sets of oval nuts with the two T-slots.

(3c)	 Position the bracket so that the large opening is cen-
tered over the hole in the base fence. Finger tighten 
these four screws to prevent the bracket from sliding 
around.

(3d)	 Assemble the two knobs, nylon washers and oval nuts 
into the front two slots as shown.

Partially install 
leveling screws.

(3e)	 Partially install two leveling screws into the holes as 
shown. Make sure that the screw tips are not protrud-
ing from the face of the bracket at this time.

STEP 4: Installing the Offset Plate.

(4a)	 Loosely insert the four screws down through each hole 
of the plate. Start an oval nut on each screw from un-
derneath. Remember to keep all four loose.

(4b)	 Slide the plate onto the base by aligning both sets of 
oval nuts with the T-slots.

(4c)	 Position the plate so that the center hole is over the 
hole in the fence. Align the front edge of the plate with 
the front edge of the base fence and just �nger tighten 
the four screws with the included 3�16" hex key.

3a, 3b

3c

3d

3e

4a, 4b
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Center hole over hole 
in fence.

Align plate to front 
of base.




