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STEP 4. Assemble the Foot Pedal.
Attach one large nylon washer to each side of the foot pedal as 
shown. Use a short 5⁄16" bolt and steel washer from the outside and 
a matching nut from the inside. The large nylon washer must be on 
the outside of the foot pedal.
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STEP 1. Attach the Foot Pedal
Mounting Bracket.
One end of your Router Table Stand 
has a brace with four holes. Use four ¼" hex bolts, washers, lock 
washers and nuts to attach the mounting bracket as shown above.

(4) Short ¼" Hex bolts.

(4) ¼" Hex nuts.

(4) ¼" Lock washers.

(4) ¼" Washers.

Step 1.

Step 2.

STEP 2. Attach the Caster 
to the Caster Bracket.
Use four 5⁄16" hex bolts and match-
ing nuts to attach the swivel 
caster to the caster bracket. Do 
not use any washers.

STEP 3. Attach the Caster Bracket to the Foot Pedal Bracket.
Use one long bolt and one self-locking nut to attach the caster 
bracket to the foot pedal bracket. DO NOT OVER TIGHTEN. Tighten 
the nut until it just begins to touch the bracket. The caster bracket 
must pivot freely. Self-locking nuts have a protrusion on one side 
and self tighten as they are installed.

Step 3.

Self-locking nut.

Long bolt.

Step 4.

Large nylon washer.

Steel washer.

Short 5⁄16" bolts.

Short 5⁄16" bolts.
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Step 6.

STEP 6. Remove Two Levelers.
Both levelers from the end of the 
stand opposite the foot pedal need 
to be removed. The levelers will in-
terfere with installation and opera-
tion of the wheels. 

STEP 5. Install the Foot Pedal.
Use the remaining long bolt, two ny-
lon washers and the remaining nylock nut to install the pedal. It’s 
important that the two nylon washers be inserted between each 
side of the pedal and the inside of the foot pedal bracket. DO NOT 
FULLY TIGHTEN the nylock nut. The pedal must move up and 
down freely.

Step 5.

STEP 7. Install the Wheels.
The wheel brackets share the 
same bolts as the long bot-
tom brace. Begin by removing 
these two bolts, washers and 
nuts from one leg.
Now install the wheel bracket 
using these same bolts. Do not fully tighten the two bolts. Use one 
of the two inch long bolts to secure the wheel.
Now install the self-locking nut on the bolt from the inside of the leg. 
Do not pinch the wheel between the bracket and leg. The wheel 
needs to spin freely.
While making sure that the wheel remains parallel to the leg both 
vertically and horizontally, tighten the two bolts used to attach the 
wheel bracket to the leg. Repeat this step for the opposite wheel.

Step 7.

Operating the Wheel Kit.
To move your Router Table 
Stand, simply press down on the 
foot pedal which will transfer the 
weight from the levelers to the 
caster. To release the caster, sim-
ply lift up on the foot pedal.

Lift to release caster.

Press down to roll stand.


